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Technique for hot bed and basal heating 

 

The hot bed technique for greenhouses has been used since ancient times to 

allow the growth of delicate plants in cold climates, so by creating a more 

favourable micro-climate. This method: 

 

 stimulates the acceleration of plants development process; 

 advances vegetative phases; 

 favours shorter productive cycles. 

 

The basal heating produces a 

general cultures increase compared 

to traditional methods. It has been 

demonstrated that this system 

allows additional productive cycles 

during the winter season or in less 

mild climate. In particular, the use 

of the hot bed technique translates 

in a reduction of the growing 

period, between the sowing or the 

transplantation and the moment of 

the plant marketability. 

 

The basal heating installations for hot bed greenhouses demand particular 

attention with regards to dimensions, planning and implementation. 

 

Our goal is to supply a radiant system PLUG & PLAY sized according to the 

clients requests. 

 

The basal heat system EH-POWERGROUND for greenhouses and carts 

represents the latest evolution in the hot-bed-technique: highly efficient and not 

expensive. 

 

 

 

 



 

Heating system EH-POWERGROUND 

 

 

 Modular flexible panel 

 

 Customized flexible panel 

 

 

Features of the EH-POWERGROUND system 

 

 Plug & Play: the system EH-POWERGROUND combined with control system 

EH-CONTROL is ready to be used, it is connected to electricity through the 

client electrical socket without any technical intervention of electricians or 

technical specialists. 

 Economy: the panels EH-POWERGROUNDs are insulated in the inferior part 

with the purpose to reduce heat dispersions to the least and to optimize the 

energetic consumption. 

 Reliability: heat is produced by the ET-1000 heating textile, which 

guarantees highest safety and operating standards. 

 Adaptability: the EH-POWERGROUND system can be used for small as well 

as big applications. 

 Precision: the desired temperatures can be accurately maintained by the 

thermostat EH-CONTROL and its temperature probe. 

 Functionality: EH-POWERGROUND is very easy to be used, it can be 

parametrized according to customer requirements and to the climatic 

variations. 

 

 

 

 

 

 

 

 

 

 

Technical notes about EH-POWERGROUND 

 

 Tension of feeding: 230 volts; 

 Dimensions: standard and/or customized modules;  

 Installed electric power: from 150 to 300 watts / sqm; 

 Controllable by EH-CONTROL thermostats. 

External coating PVC  - IP 65 

Heating element Electric textile ET-1000 

Insulating material E-glass fibre 

Temperature Adjustable by EH-CONTROL 

Connecting cable 2 meters H07RN-F 

Electrical insulation Double insulated CL2  
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